The product using material and processing must conform to the
"WL—PZ—-001"HSF technical standard control requirements
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P/N TITLE (<] ,
M12A09-07-096 M12B57K A-CODE 09PZRii Ak Cak+11L/SfhiE ) //////////é//////////é
M12A10-07-096 M12[i7K A-CODE 10PZEifi AL CE1LAAMEL NE.\_W./ W_

M12A11-07-096 M12Bjj7K A-CODE CaR+11LS g
M12A12-07-096 M12[ji7K A-CODE CAR+11LAN f 2 Engagemenr firce <50N Rated volage 30V PARTS MARERTALS TREATMENT AMOUNT

MI2A13-07-096 MI2i7K A-CODE AL IR Disengagement force = 10N Rated current 1.5A HOUSING PA66+GF SPECIFY COLOR

M12A14-07-096 M12Bji7Kk A-CODE CERHIL/N gL - - .
Mechanical lifespan =500 Insulation resisrance =1000MQ CONTACT BRASS GOLD PLATED

M12A15-07-096 M12B7K A-CODE CiR+11LAN iR 2L NUT BRASS NICKL PLATED
M12A16-07-096 W12k A-CODE G Ak CakrIILA IR [P rating [P67/IP68 | Conract resistangce <1040

M12A17-07-096 M12Bfi7k A-CODE Ca+11L/N it 42 Flammability UL94 V-0 Operation Temperature —40° C~105° C
REV. REVISION RECORD DATE GENERAL TOLERANCES mok.mg NAME DATE | PART.NO: DWG.NO:
NEW RELEASE 21.11.17 | €3 | unear | AncLEs PPROVED M12XXX-07-096 ENDEOS %ﬁ%
0.0£0.35 |X'REFx6° WanLian Technology Co., Ltd

DESIGNER TITLE:
UNIT:mm|0.00+0.25 | X3 ~ " » \
- MI2B7K 97 17PAs A Sk Cil+1IL N iR 2 REV: AO SHEET: 1/1

SIZE: A4 [0.000£0.10| X'X' £2° | DRAWN
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